


Technical  Parameter

Rated Power 6000VA / 6000W 8000VA / 8000W 10000VA / 10000W

Peak Power 2 time of rated power，10s

Parallel Capacity Max. 9 Units

AC Voltage Regulation (Battery Mode) 230Vac，50/60Hz

Efficiency(Peak) ＞97%

Waveform Pure Since Wave

Transfer time ＜10ms

Battery Type Lithium/Lead-acid

Rated Battery Voltage 51.2Vdc / 48Vdc

Battery Voltage Range 40-60Vdc

Max. Solar Charging Current

125A 167A 220AMax. Grid/Generator Charging Current

Max. Solar+AC Charging Current

9000W 12000W 15000W

Max. Open-circuit Voltage 500Vdc

Min.  Startup Voltage 120Vdc

90-450Vdc 90-450Vdc 150-425Vdc

18A 26A + 26A 26A + 26A + 26A

22A 34A + 34A 34A + 34A + 34A

Num. of MPPT/PV Array 2/2+2 2/2+2 3/2+2+2

Rated Input Voltage 230Vac

Input Voltage Range 90~280Vac

Frequency Range 50/60Hz

Max. Grid Input Current 40A（Bypass） 50A（Bypass） 63A（Bypass）

Max. Generator Input Current 40A（Bypass） 50A（Bypass） 63A（Bypass）

Integrated Protections
PV reverse polarity,Over current,Over voltage,Output short-circuit, 
Over temperature, 

Model ME-GLP-S6K ME-GLP-S8K ME-GLP-S10K

Inverter Output

Battery

PV Input

Grid/Generator AC Input

Protections

General

Over/under voltage, over/under-frequency, over 
load, Insulation resistance, Surge protection

PV reverse polarity,Over 
current,Over voltage,Output 

short-circuit, Over temperature, 
Over/under voltage, over/under-
frequency, over load, Insulation 

resistance, Surge protection

Surge Protection Level TYPE II(DC)，TYPE II(AC)

Dimensions (WxHxD) 249 x 473 x 340 mm 249 x 562 x 340 mm 249 x 572 x 340 mm

Weight 20kg 24kg 32kg

Operating Temperature -25℃~60℃

Relative Humidity 5 ~ 95%

4000m

Ingress Protection IP65

Cooling Mode Smart Cooling

Communication Interface WIFI / RS485 / Bluetooth / 4G(Optional) / LAN(Optional)

Output Type Single-phase / Three-phase In Parallel

Max. PV Input Power

MPPT Voltage Range

Max. PV Input Current

Max. PV Input lsc

Installation Wall-Mounted

Altitude


